
Vented water heater for milk parlour washing

KINGSTON®

DARI-HEAT 2.0

 Key Features…

•	Insulated	with	CFC-free	PU	foam

•	Automatic	refill	system:	optical	eye

•	Single	immersion

•	Top	inspection	port	Ø	320mm

•	24hr	clock	with	timer	for	economy	heating

•	Steam	vent	with	overflow

•	Low	drain	port	3”	TCL	

•	Dual	outlets	(left	&	right)	1½”/2”	BSP

•	Analogue	thermometer

•	Pre-wired	for	quick	installation

•	Stand	as	option	for	use	with	wash	trough

Part no.
Volume Dimensions (mm) Phase Immersion Heat-Up*

Gallons Litres Diameter Height 1/3 kW Hours
WDH-150-1-3-1 33 150 750 810 1 3.0 4:40
WDH-150-1-3-3 33 150 750 810 3 3.0 4:40

WDH-200-1-3-1 44 200 750 986 1 3.0 6:10
WDH-200-1-3-3 44 200 750 986 3 3.0 6:10

WDH-250-1-4.5-1 55 250 750 1137 1 4.5 5:10
WDH-250-1-4.5-3 55 250 750 1137 3 4.5 5:10

WDH-300-1-4.5-1 66 300 1000 871 1 4.5 6:10
WDH-300-1-4.5-3 66 300 1000 871 3 4.5 6:10

WDH-400-1-6-1 88 400 1000 1026 1 6.0 6:10
WDH-400-1-6-3 88 400 1000 1026 3 6.0 6:10
WDH-500-1-9-3 110 500 1000 1183 3 9.0 5:10
WDH-600-1-9-3 132 600 1000 1296 3 9.0 6:10
WDH-750-1-12-3 165 750 1000 1555 3 12.0 5:50
WDH-1000-1-12-3 220 1000 1000 1950 3 12.0 7:45

*Heat	up	times	in	hours	to	heat	tank	volume	from	10	to	90	°C.

Product information is for general guidance only and may be altered or amended without notice.
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