
DELTA-X Milk Cooling Tank
DARI-KOOL®

•	 Inner	vessel	and	outer	cladding	constructed	from	AISI	304	grade	stainless	steel

•	 Direct	expansion	evaporator

•	 One-piece	lid	with	single	milk	fixing	point	with	plastic	lid

•	 Weight	relieving	lid	mounting	(fixing)	using	gas-filled	springs

•	 Space	saving	refrigerant	pipes	coming	out	at	the	bottom	of	the	back	end

•	 Factory-injected	polyurethane	insulation	(CFC-free)

•	 Adjustable	legs	(M12)	for	uneven	flooring

•	 Milk	outlet	NW	50	thread

•	 Left	or	right	hinged	lid	(please	specify	when	placing	your	order)

•	 Paddle	and	agitator	motor	(30	RPM)	mounted	(includes	tilt	switch)

•	 Cleaning	stick	brush

•	 PVC-cap	on	the	outlet	connection

Main features…
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DARI-KOOL®

Dimensions…
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Tank Type Max. volume 
(litres)

(mm) Weight 
(Kg) L  B  H  C D  E

DELTA-X	450 480 1392 1011 1079 771 931 750 110

DELTA-X	600 650 1387 1011 1217 771 931 890 120

DELTA-X	800 860 1898 1011 1217 771 1100 890 165

DELTA-X	1000 1065 1898 1175 1264 850 1130 930 203

DELTA-X	1200 1265 2120 1261 1264 850 1130 924 228

DELTA-X	1600 1680 2583 1261 1362 910 1500 982 309

DELTA-X	2000 2100 2583 1505 1362 950 1500 1022 391

Notes:
Weight	excludes	condensing	unit.
Dimension	L	excludes	refrigerant	pipe.


